
Loud speaker cables

Cables haut-parleur
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Colour code/Code couleur
See the

Consultez la tableau

Standards/Normes

CE12020             1EC 332-3C

Packing/Conditionnement
m ano co‖ s ol100 m

ourets de 500 m ou couronnes 100 m chacune
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Structure self-explaning article \ Code article auto-explicatiff

PRN

N" cond. +
sec Adezahl+

Querschnitt

Red′ Black

HA

Rooge/Noir
PAN ht BIue/Black

Azur77No r

PBB VVh te′ BIue

Blanche′ Bleu

PBN Whte′Black

Blanche′ Noir

PTB Whle
Blanche

PTN ,lack

Nor
PTM Brown

Marron
PTT rasparent

rasparent

PTA Slver

Argento
PT0 Gold

Or

Conductor flexible bare copper
Conducteur cuivre nu, souple

2 lnsulationI PVC name retardant acc to CE1 20-221° and IEC
3323C,
Isolalon: PVC ignifuge selon CE1 20,211° etlEC 3323C

Nominalvoltage
Voltaqe nominal

220V Conductor resistance
R6sistance isolation

く80 0hm′km(025 mmo)
く59 0hm′km(0,35 mmq

Tesl voftage
Voltaoe essai

2000V く 38 0hm々m 0,50 mmq
く 25 0hm′km 0,75 mmq

Iemperature range
Plaqe tem06rature

10°C+80° C く 19 0hm′km(1,00 mmq
く 13 0hm/km 1,50 mmq

liadratron reststance
Resistance radiation

80 Mrad く 10 0hm′km(200 mmo
く 8 0hm′ km 50 mmq

Min bending radius

Min rayon courbure
12x0 く 5 0hm′km 00 mmq)

lnsulation resistance
lsolationswiderstand

>200 MOnm xkm Capacitance
Capacit6

cond./cond. approx. 130 pF/m
cond./cond. environ 130 pF/m

Ramcro Code Description Outer O mm
Ramcro Art. Nr. Description O ext6rieur mm

0226HA 2xO,25 mmq 4
0235HA 2x0,35 mmq ,0

…0250HA 2xO,50 mmq 1,8x3.6

0275HA 2xO,75 mmq 2 x4,0

_0210HA 2xl,00 mmq x4,6
_0215HA 2x1,50 mmq 2,5x5,0

…0220HA 2x200 mmq 3,Ox6,0

0225HA 2x2,50 mmq 33x66
0240HA 2x4,00 mmq 4,3x8,6

at cables lor the connection of loudspeakers to
uipment. The broad range of different colours meets

esthetical demands of the market

en diferentes coluleurs.
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